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SPECIFICATION 
 

MODEL: EPC1330 
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1. General Description 
EPC1330 is a digital signage terminal with E-ink display, which supports 

Geniatech’s self-developed CMS system, supports full remote control. It is built-in 

3450mA lithium battery, can support 45 hours of continuous work, full metal shell 

design, to meet the indoor and outdoor working environment, but also to support 

portable mobile carry, suitable for factories, schools, class signs, supermarket signs 

and other applications. 

 

2. Product Pictures 
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3. Product Characteristics 
 

 Eye protection, natural light, no flicker 

 Built-in CMS system, full remote control 

 Built-in lithium battery with 45 hours of battery life 

 Full metal housing, IP54 capable 

 Support -20℃~55℃ range operation 
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4. Product Specifcations 

Hardware 

 Screen：13.3” E-Ink glass screen  

 Resolution：1200*1600 

 CPU：Quad-core Cortex-A35 processor 

 RAM：2G LPDDR4 memory 

 ROM：32G EMMC storage 

 Connectivity：Wi-Fi(2.4GHz + 5GHz) + BT4.2  3G/4G(Optional) 

 

Software 

 OS：Android 8.1 

 

Others 

 Buttons：power 

 Expansion Interface：USB-C (support OTG) 

 Battery：3450mAh lithium-ion battery 

 Battery Life：45 hours of continuous work   

 Dimesions：255*320*40mm 

 Weight：≤1Kg 

 

Certification 
 CE, FCC 
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